
Figure PHRSG-4
Some Acceptable Desuperheater Spraywater Protection Device Arrangements

Superheater 
 or reheater 

Reheater 

Boiler setting 

Superheater 
 or reheater 

Superheater 
 or reheater 

Boiler setting 

Boiler setting 

(a) 

(c) 
(d) 

(b) 

Superheater 
 or reheater 

Superheater 
 or reheater 

Superheater 
 or reheater 

Desuperheater 

Drain pot assembly 

Administrative Jurisdiction and Technical Responsibilities

Boiler Proper—The ASME Boiler and Pressure Vessel Code (BPVC) has total administrative 
 jurisdiction and technical responsibility (refer to Section I Preamble). 

Boiler External Piping and Joint—The ASME BPVC has total administrative jurisdiction 
 (mandatory certification by stamping the Certification Mark with appropriate Designator,  
 ASME Data Forms, and authorized inspection) of Boiler External Piping and Joint. The  
 ASME Section Committee B31.1 has been assigned technical responsibility. 

Non-Boiler External Piping and Joint—Not Section I jurisdiction (see applicable ASME B31 Code) 
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Spraywater line type to be changed to dashed line to reflect NBEP as passed in 05-186.
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Note to Editor:  For consistency, please change the line weight and scale for all circled lines to match that used in illustration (c) for the drain pot assembly and line entering the reheater.
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Note that spraywater line is shown dashed.
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