Proposed Revision of

Cast Iron
Threaded
Drainage
Fittings

Draft Date 06/2019

TENTATIVE
SUBJECT TO REVISION OR WITHDRAWAL
Specific Authorization Required for Reproduction or Quotation
ASME Codes and Standards
MANDATORY APPENDIX I

REFERENCES

The following is a list of publications referenced in this Standard. Unless otherwise stated, the latest edition of ASME publications shall apply. Materials manufactured to other editions of the referenced ASTM standards may be used to manufacture fittings meeting the requirements of this Standard as long as the fitting manufacturer verifies the material meets the requirements of the referenced edition.

ASME B1.20.1-1993 (R2002), Pipe Threads, General Purpose (Inch)
ASME B16.4-1995, Gray Iron Threaded Fittings
ASME B36.10M-1996, Welded and Seamless Wrought Steel Pipe

Publisher: The American Society of Mechanical Engineers (ASME), Three Park Avenue, New York, NY 10016-5990; Order Department: 22 Law Drive, P.O. Box 2300, Fairfield, NJ 07007-2300 (www.asme.org)


ASTM A 197-87 (R1992)/A197M-00(2015), Specification for Cupola Malleable Iron

Publisher: American Society for Testing and Materials (ASTM) International, 100 Barr Harbor Drive, West Conshohocken, PA 19428 (www.astm.org)


Publisher: International Organization for Standardization (ISO), 1 ch. de la Voie-Creuse, Case Postale 56, CH-1211, Geneve 20, Switzerland/Suisse (www.iso.org)

MSS SP-25-1998, Standard Marking System for Valves, Fittings, Flanges, and Unions

Publisher: Manufacturers Standardization Society of the Valve and Fittings Industry, 127 Park Street, NE, Vienna, VA 22180 (www.mss-hq.org)

May also be obtained from the American National Standards Institute (ANSI), 25 West 43rd Street, New York, NY 10036.