FIG. WA-8212-1 FORM OF STAMPING WITH CERTIFICATION MARK

Certified by

(Name of Certificate Holder)

(Year stamped) (Containment serial number)

WA-8180 RENEWAL OF AUTHORIZATION

Not later than 6 months prior to the date of expiration of any Certificate, the Certificate Holder shall apply for a renewal of such authorization and the issuance of a new Certificate.

(a) WA-8200 NAMEPLATES AND STAMPING WITH CERTIFICATION MARK

WA-8210 GENERAL REQUIREMENTS

(a) Nameplates

(1) The markings required by WA-8210 shall be applied to a separate nameplate attached to the item. The nameplate shall be of a visible, permanent type and not detrimental to the item. The type, method, and manner of marking shall be described in the Certificate Holder's Quality Assurance Program or Procedure.

(b) If because of size or other considerations the nameplates cannot be directly attached to the containment, the Certificate Holder may secure the nameplate in a manner acceptable to the Authorized Inspection Agency. The use of this alternative method of identification, including the method of marking, shall be reviewed by and found acceptable to the Authorized Inspection Agency (WA-5121) prior to implementation by the Certificate Holder.

WA-8200 NAMEPLATES

(a) The markings required by WA-8210 shall be applied to a separate nameplate attached to the item. The nameplate shall be of a visible, permanent type and not detrimental to the item. The type, method, and manner of marking shall be described in the Certificate Holder's Quality Assurance Program or Procedure.

(b) The size or use of the item will not permit the installation of a nameplate, the marking shall consist of suitable identification of the item until it has been incorporated into the finished containment or other Certification Mark with NPT Designator item. This alternative method of marking shall be reviewed with and found acceptable to the Authorized Inspection Agency before being used by the Certificate Holder.

(a) WA-8212 Stamping With the Certification Mark

The Certification Mark shall be stamped on a nameplate attached to an item, except as otherwise permitted by this Subarticle. The arrangement of markings shall be as shown in Fig. WA-8212-1. The data shall be in characters not less than $\frac{3}{16}$ in. (2.5 mm) high. The selected method shall not result in any harmful contamination or sharp discontinuities. Stamping directly on items, when used, shall be done with blunt-nosed continuous or blunt-nose interrupted dot die stamps.

WA-8300 CERTIFICATION MARK

WA-8310 GENERAL REQUIREMENTS

(a) The Certification Mark shall be applied by the Certificate Holder only with authorization of the Inspector. In any case, the Certification Mark shall not be applied until completion of the required examination and testing except as permitted in WA-8311.

(b) Table WA-8100-1 provides Certification Mark requirements as related to type of certificates, scope of work, and class of construction. The Class of construction