
Figure 11 Thread Length for Connection Tappingð20Þ

Connection
Size, NPS

Thread Length,
T, mm (in.) (1)

3∕8 10.4 (0.41)
1∕2 13.5 (0.53)
3∕4 14.0 (0.55)
1 17.3 (0.68)
11∕4 18.0 (0.71)
11∕2 18.3 (0.72)
2 19.3 (0.76)

GENERAL NOTE: See paras. 6.12.2, 6.12.5, and 6.12.6.

NOTE: (1) In no case shall the effective length of thread T be less than
that shown in the table above. These lengths are equal to the effective
thread length of external pipe threads (ASME B1.20.1).

Figure 12 Socket Welding for Connections

Connection
Size, NPS

Minimum
Diameter

of
Socket,
A, mm

Minimum
Depth,
B, mm

3∕8 17.5 4.8 (0.19)
1∕2 21.8 4.8 (0.19)
3∕4 26.9 6.4 (0.25)
1 33.8 6.4 (0.25)
11∕4 42.7 6.4 (0.25)
11∕2 48.8 6.4 (0.25)
2 61.2 7.9 (0.31)

GENERAL NOTE: See paras. 6.12.3, 6.12.5, and 6.12.6.

Figure 13 Bosses for Connections ð20Þ

Connection
Size, NPS

Minimum Boss
Diameter, J, mm (in.)

3∕8 31.8 (1.25)
1∕2 38.1 (1.50)
3∕4 44.4 (1.75)
1 53.8 (2.12)
11∕4 63.5 (2.50)
11∕2 69.8 (2.75)
2 85.9 (3.38)

GENERAL NOTE: See para. 6.12.5.

Figure 14 Butt Welding for Connections

GENERAL NOTE: See paras. 6.12.4 and 6.12.5.
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