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Table I-4 Gasket Dimensions for ASME B16.5 Class 150, Pipe Flanges and Flanged Fittings

Full Face Gasket Full Face Gasket
8.62
Flat No. Bolt Flat No. Bolt
Gasket Ring of Hole Circle Gasket | Ring of Hole Circle
NPS 1.D. 0.D. 0.D. Holes Diameter Diameter NPS 1.D. 0.D. 0.D. Holes Diameter Diameter
A 0.84  1.88 3.50 4 0.62 2.38 8 11.00 13.50 8 0.88 11.75
A 1.06 225 3.88 4 0.62 2.75 10 10.75 13.38 16.00 12 1.00 14.25
1 131 262 4,25 4 0.62 3.12 12 12.75 16.13  19.00 12 1.00 17.00
1Y, 1.66  3.00 4,63 4 0.62 3.50 14 14.00 17.75 21.00 12 1.12 18.75
1Y%, 1.91  3.38 5.00 4 0.62 3.88 16 16.00 20.25 23.50 16 1.12 21.25
2 238 4.12 6.00 4 0.75 4,75 18 18.00 21.62 25.00 16 1.25 22.75
2Y, 2.88  4.88 7.00 4 0.75 5.50 20 20.00 23.88 27.50 20 1.25 25.00
3 350 5.38 7.50 4 0.75 6.00 24 24,00 2825 32.00 20 1.38 29.50
3% 400  6.38 8.50 8 0.75 7.00
4 450  6.88 9.00 8 0.75 7.50
5 556 7.75  10.00 8 0.88 8.50
6 6.62 875 11.00 8 0.88 9.50
GENERAL NOTE: Dimensions are in inches.
Table I-5 Flat Ring Gasket Dimensions for ASME B16.5, Pipe Flanges and Flanged Fittings,
Classes 300, 400, 600, and 900
Gasket 0.D.
NPS Gasket L.D. Class 300 Class 400 Class 600 Class 900
Y 0.84 2.12 2.12 2.12 2.50
A 1.06 2.62 2.62 2.62 2.75
1 1.31 2.88 2.88 2.88 3.12
1% 1.66 3.25 3.25 3.25 3.50
1Y, 1.91 3.75 3.75 3.75 3.88
2 2.38 4.38 4,38 4.38 5.62
2Y, 2.88 5.12 5.12 512 6.50
3 3.50 5.88 5.88 5.88 6.62
3Y 4.00 6.50 6.38 6.38 -
4 4,50 7.12 7.00 7.62 8.12
5 5.56 8.50 8.38 9.50 9.75
6 6.62 9.88 9.75 10.50 11.38
8 8.62 12.12 12.00 12.62 14.12
10 10.75 14.25 14.12 15.75 17.12
12 12.75 16.62 16.50 18.00 19.62
14 14.00 19.12 19.00 19.38 20.50
16 16.00 21.25 21.12 22.25 22.62
18 18.00 23.50 23.38 24.12 25.12
20 20.00 25.75 25.50 26.88 27.50
24 24.00 30.50 30.25 31.12 33.00
GENERAL NOTE: Dimensions are in inches.
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