ASME B16.20 — 2012 Errata #14-1339 — October 8, 2015

Table 9 Dimensions for Spiral-Wound Gaskets Used With ASME B16.5 Flanges

Outside Diameter of
Gasket [Note (1)]

Flange Classes Classes

= e = o Incide Diamoatar of Gackot hy Clace [Natoce (2} (2N ace [Nate
>ize 150, 300 900, 1500 e e e B e ——
(NPS) 400, 600 2500 150 300 400(5) 600 900 (5) 1500 2500 (5) 150 1500
% 318 31.8 19.1 19.1 ces 19.1 ces 19.1 19.1 47.8 63.5
VA 396 39.6 25.4 25.4 e 25.4 e 25.4 25.4 57.2 69.9
1 478 47.8 31.8 31.8 e 31.8 . 31.8 31.8 66.8 79.5
1% 60.5 60.5 47.8  47.8 s 47.8 e 39.6 39.6 76.2 88.9
1% 699 69.9 54.1 54.1 e 54.1 e 47.8 47.8 85.9 98.6
2 859 85.9 69.9 69.9 e 69.9 e 58.7 58.7 104.9 143.0
2% 98.6 98.6 82.6  82.6 e 82.6 e 69.9 69.9 124.0 165.1
3 120.7 120.7 101.6 101.6 e 101.6 95.3 92.2 92.2 136.7 174.8
4 149.4 149.4 127.0 127.0 1207 120.7 120.7 117.6 117.6 174.8 209.6
5 177.8 177.8 155.7 155.7 147.6  147.6 147.6 143.0 143.0 196.9 254.0
6 209.6 209.6 182.6 182.6 1748 1748 174.8 222.3 282.7
5 263.7 i57.5 334 334 1356 1356 2225 5 754 3 304, 358.9 3546
10 317.5 311.2 287.3 2873 2746  274.6 276.4 .0 339.9 362.0 358.9 400.1  435.1  435.1
12 3747 368.3 339.9 3399 327.2 327.2 323.9 323.9 317.5 409.7 422.4 419.1  457.2 498.6  520.7
14 406.4 400.1 371.6 3716 3620 362.0 355.6 362.0 . 450.9 4859 482.6 4923  520.7 577.9
16 463.6 457.2 4224 4224 4128 4128 412.8 406.4 . 514.4 5398 5367 565.2 5748  641.4
is 527.1 520.7 4747 474T 4095 46955 463.6 463.6 e 549.4 596.5 593.9 6125 6383 7045
20 577.9 571.5 525.5 525.5 520.7 520.7 520.7 514.4 e 606.6 6541 647.7 6828 698.5 7557
24 685.8 679.5 628.7 628.7 628.7 628.7 628.7 616.0 e 717.6 7747 7684  790.7  838.2 9017
GENERAL NOTES:
(a) All dimensions are in millimeters. +0.13

(b) For reference, see Fig. 1.
{c) The gasket thickness toierance is £13 mm measured across the metaiiic portion of the gasket, not inciuding the filier, which may protrude siightiy beyond the metai.

(d) For limitations on the maximum flange bore for use with these spiral-wound gaskets, see Table 16.

NOTES:

(1) Refer to para. 3.2.5 for required use of inner rings.

(2) The gasket outside diameter tolerance for NPS ¥%; through NPS 8 is 0.8 mm; for NPS 10 through NPS 24, +1.5 mm, —0.8 mm.,

(3) The gasket inside diameter tolerance for NPS % through NPS 8 is £0.4 mm; for NPS 10 through NPS 24, +0.8 mm.

{4) The ceniering ring ouiside diameier toierance is +0.8 mm,

(5) There are no Class 400 flanges in NPS % through NPS 3 (use Class 600), Class 900 flanges in NPS %/, through NPS 2% (use Class 1500), or Class 2500 flanges NPS 14 and larger.




