
Table 35 ð20ÞDimensions of Class 900 Series A Flanges

Nominal
Pipe
Size

O.D. of
Flange,

O

Minimum
Thickness of
Flange, tf
[Note (1)]

Length
Through
Hub, Y

Diam. of
Hub, X
[Note
(2)]

Hub
Diam.
Top, A
[Note
(3)]

Raised
Face
Diam.,
R

Drilling

Diam.
of
Bolt,
in.

Minimum
Fillet

Radius, r1

Length of
Bolts, L

[Notes (4), (5)]

WNF Blind

Diam.
of Bolt
Circle

No. of
Bolt
Holes

Diam.
of Bolt
Hole,
in.

Stud Bolts
Raised
Face

6.4 mm
Ring
Joint

26 1086 139.7 160.3 286 775 660.4 749 952.5 20 27∕8 23∕4 11 465 485
28 1168 142.7 171.4 298 832 711.2 800 1022.4 20 31∕8 3 13 485 505
30 1232 129.4 182.4 311 889 762.0 857 1085.8 20 31∕8 3 13 495 520
32 1314 158.8 193.5 330 946 812.8 914 1155.7 20 33∕8 31∕4 13 530 550
34 1397 165.1 204.7 349 1006 863.6 965 1225.6 20 35∕8 31∕2 14 555 580

36 1460 171.4 214.4 362 1064 914.4 1022 1289.0 20 35∕8 31∕2 14 565 595
38 1460 190.5 215.9 353 1073 965.2 1099 1289.0 20 35∕8 31∕2 19 605 …
40 1511 196.8 223.8 363 1127 1016.0 1162 1339.8 24 35∕8 31∕2 21 620 …
42 1562 206.2 231.6 371 1176 1066.8 1213 1390.6 24 35∕8 31∕2 21 635 …
44 1648 214.4 242.8 391 1235 1117.6 1270 1463.5 24 37∕8 33∕4 22 665 …

46 1734 225.6 255.5 411 1292 1168.4 1334 1536.7 24 41∕8 4 22 700 …
48 1784 233.4 263.7 419 1343 1219.2 1384 1587.5 24 41∕8 4 24 715 …
50 … … … … … … … … … … … … … …
52 … … … … … … … … … … … … … …
54 … … … … … … … … … … … … … …

56 … … … … … … … … … … … … … …
58 … … … … … … … … … … … … … …
60 … … … … … … … … … … … … … …

GENERAL NOTES:
(a) Dimensions are in millimeters unless otherwise noted.
(b) For tolerances, see section 7.
(c) For facings, see para. 6.1.
(d) For flange bolt holes, see para. 6.2.
(e) For spot facing, see para. 6.3.
(f) The bore is to be specified by the purchaser. Tolerances in para. 7.3.2 apply.
(g) Blind flangesmay bemadewith orwithout hubs at themanufacturer’s option. Themanufacturer or purchasermaymodify blind flangeswith

the following features:
(1) a hole bored to match the ID of a slip-on flange up to NPS 3
(2) a socket equivalent to that provided for a socket-welding flange up to NPS 3
(3) an internal thread to ASME B1.20.1 up to NPS 3

Holes can be placed anywhere within the inside diameter of the mating pipe. When multiple holes are provided, they shall be separated by a
distance at least equal to that of the diameter of the largest hole being added.
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