
Table 10C Pressure–Temperature Ratings for Group 1.10 Materials

Nominal
Designation Forgings Castings Plates
21∕4Cr–1Mo A182 Gr. F22 Cl. 3 [Note (1)] A217 Gr. WC9 [Notes (2)–(4)] A387 Gr. 22 Cl. 2 [Note (1)]

Working Pressure by Classes, psig
Temperature, °F 75 150 300 400 600 900

−20 to 100 145 290 750 1,000 1,500 2,250
200 130 260 750 1,000 1,500 2,250
300 115 230 730 970 1,455 2,185
400 100 200 705 940 1,410 2,115
500 85 170 665 885 1,330 1,995

600 70 140 605 805 1,210 1,815
650 60 125 590 785 1,175 1,765
700 … 110 570 755 1,135 1,705
750 … 95 530 710 1,065 1,595
800 … 80 510 675 1,015 1,525

850 … 65 485 650 975 1,460
900 … 50 450 600 900 1,350
950 … 35 385 515 755 1,160
1,000 … 20 265 355 535 800
1,050 … … 175 235 350 525

1,100 … … 110 145 220 330
1,150 … … 70 90 135 205
1,200 … … 40 55 80 125

NOTES:
(1) Permissible, but not recommended for prolonged use above 1,100°F.
(2) Use normalized and tempered material only.
(3) Not to be used over 1,100°F.
(4) The deliberate addition of any element not listed in ASTMA217, Table 1 is prohibited, except that calcium (Ca) andmanganese (Mn)may be

added for deoxidation.
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